
www.benojgundlachco.com 115

Lay Turn Break

Worldwide Patents

 115-A

Cross

‘T’

Linear

Proleveling System and Leveling Puck

U.S. Patent PendingNo. T-6004 TAVY Tile Puck Leveling Tool
A combination tile level and lippage detector
The TAVY Tile Puck is a level and lippage detector for tile, marble and slabs. To check for 
level, place the TAVY Tile Puck on any surface to get an instant level reading in all direc-
tions. To check for lippage, slide the TAVY Tile Puck back and forth from tile to tile or slab 
to slab and listen for clicking to detect lippage. Can also be used for leveling shower seats, 
shelves, curbs, countertops and appliances. The TAVY Tile Puck is made from nonmarring 
polyethylene plastic and has a level vial. Size is 5" diameter x 1" thick. Weighs 10 oz. Great 
for tile—bad for hockey!

Levelers

Item No. Type
Grout Joint Size Bag  

QuantityMetric U.S. Nominal 

PRSC-1 Cross 1 mm .039" ����" 100

PRSC-2 Cross 2 mm .079" ����" 100

PRSC-3 Cross 3 mm .118" �" 100

PRSL-1 Linear 1 mm .039" ����" 100

PRSL-2 Linear 2 mm .079" ����" 100

PRSL-3 Linear 3 mm .118" �" 100

PRST-1 ‘T’ 1 mm .039" ����" 100

PRST-2 ‘T’ 2 mm .079" ����" 100

PRST-3 ‘T’ 3 mm .118" �" 100

Caps

Item No. Color Description (for)
Bag  

Quantity

PRST Blue 
Blue Tensioning Cap
(Used one-for-one with each 
Leveler when setting tile.)

50

PRSSV Red

Red Removal Cap
(Used with an electric drill to 
quickly remove the stem portion of 
a Leveler from the Blue Cap.)

10

Stem Removal using the Red Cap
The Red Removal Cap is used to remove the 
broken stem and leg portion of the Leveler from 
the Blue Cap. The Blue Cap is reusable, and 
saved for future use. 

Proleveling System

Levelers and Blue Caps Required
�r��Using Levelers also as spacers:

For Straight and ‘T’ joints, use either a Cross 
or ‘T’ Leveler, one per joint. 

�r��Using Levelers with other spacers:
For Straight and ‘T’ joints, use four or three, 
respectively, Linear Levelers narrower than 
the spacer (grout joint) width at each joint. 

�r��All installations:
In addition to the above, it is recommended 
to also use one Linear Leveler evenly spaced 
between two Levelers that would otherwise be 
18", or more, apart. 

The best tile leveling system — place only 1 leveler 
(not 3 or 4) — and no tools needed
The Proleveling System uses two components, a Leveler and 
a Cap, to both space and level wall and floor tile installations, 
virtually eliminating spacing and lippage problems. Unlike almost 
all other systems, the Levelers can also be used as tile spacers 
and no tensioning tool is required! They are available in Cross, 
Linear (straight) and ‘T’ shapes with spacer widths of 1 mm, 2 mm 
and 3 mm. The base of each Leveler has four holes for anchor-
ing between the mortar and tile. The vertical legs of the Leveler 
rise from the base and act to space the tile. The legs are ‘coded’ 
for their millimeter width by the number of holes in one leg. The 
legs then join to the threaded stem of the Leveler, over which the 
Blue Tensioning Cap is hand tightened, leveling the tile. The Blue 
Cap can be threaded from either side to allow leveling of tile from 
2�mm�(���� ") to 40 mm (1� ") thick and is easily adjusted without 
any tools. Once the tile has set, either kick the Blue Cap (or strike 
with a mallet) in the direction of the joint, or tighten the Blue Cap 
to cause the stem and leg portion of the Leveler to break loose 
from the base. Use the Red Removal Cap (see below) to quickly 
remove the broken portions from the reusable Blue Caps. 
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